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This paper represents an experimental study about the eﬀect of curves related to thermosyphons and heat pipes with diﬀerent active
ﬂuids and inclination angle at the thermal eﬃciency. The nanoﬂuid utilized in this work is an aqueous soluble of Al2O3
nanoparticles with 35 nm diameter in pure water. The test saturation level of nanoparticles is 0%, 1%, and 3%wt. All the
experiments were conducted and repeated at inclination angle of 30°, 60°, and 90° (vertical). The article presents the gravity
impacts on the heat transfer characteristics in diﬀerent angles and the eﬀects of working ﬂuids and tilt angle of heat pipe tube by
the addition of nanoparticles and weight fractions on the thermal eﬃciency of heat pipe at diﬀerent inclination. According to
the experimental results, the heat pipe at the tilt angle of 60° generates the superior results. At a particle volume concentration
of 1%, the use of Al2O3/water nanoﬂuid gives signiﬁcantly higher heat transfer.
1. Introduction
Recently, the problem of heat dissipation from the electronic
equipment is taken into consideration by using a new heat
transfer devices such as heat pipe. Thermosyphons as well
as heat pipes have been utilized in various applications
related to the electronics industry which contains a superior
speed and a high level of heat generation. Heat pipes are
capable of transferring and removing the heat from a heat
source over long distances. Heat pipes use the latent heat of
vaporization of a working ﬂuid to transfer heat.
Wei et al. [1] experimentally analysed the enhancement
of thermal eﬃciency of grooved heat pipe charged with the
silver nanoparticles and deionized water. Lin et al. [2] studied
a research focusing on heat transfer of R141b and multiphase
ﬂow in a tube. Gao et al. [3] developed high eﬃciency in small
heat pipes for high heat ﬂux cooling. Ma et al. [4, 5] investi-
gated the pulsating heat pipe charged with diamond nano-
ﬂuids. In [6, 7], the authors have studied the results of axial
rotational speed in heat pipes under steady-state operation.
In [8, 9], the impacts of anisotropic shape and gravity of
the conducting nanoparticle in nanoﬂuid thermal conductiv-
ity have been studied. Liu et al. [10] considered the eﬀects of
vapor pressure at the critical values of the evaporator bound-
aries and length. In [11, 12], the positive eﬀect over the nano-
ﬂuid speciﬁcations based on the betterment of the thermal
conductivity of liquids is considered and the eﬀects of nano-
particle mean diameter on the heat transfer have been stud-
ied. Jang and Choi [13] checked numerically the cooling
performance of a microchannel heat sink with nanoﬂuid.
Nguyen et al. [14] studied the increment of a particular nano-
ﬂuid for cooling electronic components. Atmar and Zeinab
[15] investigated extraction from clariﬁed rumen ﬂuid by
modiﬁed magnetic nanoparticles. Nguyen et al. [16] evalu-
ated the heat transfer behaviour of the water—Al2O3 and eth-
ylene glycol—Al2O3 nanoﬂuids in a heated tube. Hwang et al.
[17, 18] measured kinematic viscosity, thermal conductivity,
and thermophysical properties of nanoﬂuids in heat transfer
of the heat pipe. Kang et al. [19] added Ag pure water nano-
ﬂuids in 1mm wick-thickness sintered circular pipe to study
the heat transfer performance of the heat pipe. He et al. [20]
studied the methodology of heat-transfer phenomena and
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ﬂow behaviour of TiO2 nanoﬂuid with diﬀerent particle sizes
and concentrations upon upward ﬂow through a vertical
pipe. Moraveji and Razvarz [21] investigated on the outcome
of Al2O3 nanoﬂuids related to the thermal performance of
the heat pipe; also, they demonstrated that more nanoparti-
cles will cause a better performance in the heat pipe. Their
results indicate that increasing the nanoparticle concentra-
tion and temperature could enhance the convective heat
transfer coeﬃcient of nanoﬂuid. Saha et al. [22] studied the
eﬀect of process variables on the heat pipe; also, the observa-
tion reveals diﬀerent operating ranges which depends on the
loop orientation, ﬁlling ratio as well as input power. Asirva-
tham et al. [23] studied silver nanoparticles by dispersing in
deionized water to improve heat transfer performance of a
heat pipe. Xue and Qu [24] experimentally examined the
eﬀects of inclination angles to ammonia heat pipe and
observed the thermal resistance increment or decrement.
Batmani et al. [25] measured the eﬀects of Al2O3 nanoparti-
cle on the compression ﬂow curve of AZ11 magnesium alloy
and they showed that the nano-Al2O3 particulates improves
the compressive yield strength of AZ11 magnesium alloy.
Various researchers has been done studies principal mea-
surement of thermal conductivity of nanoﬂuids large number
of exploratory and hypothetical [26, 27].
In the present study, the experimental results of the inﬂu-
ence of Al2O3 nanoﬂuid on grooved and curved heat pipes
are studied. Furthermore, the comparison of the thermal
performance of Al2O3 nanoﬂuid with pure water is investi-
gated. In continuation, the eﬀects of nanoparticle volume
percentage concentration and the gravitational eﬀect is stud-
ied by placing evaporator at diﬀerent orientation. As men-
tioned above, this paper presents the study on heat transfer
in the curved heat pipe in an adiabatic section and the eﬀect
of heat pipe tilt angle that have rarely been reported. The
results of this paper will be helpful in logical choice of accept-
able percentage of nanoparticle in heat transfer.
2. Experimental Setup and Procedure
2.1. Characterization and Preparation of Al2O3 Nanoﬂuids.
The base working ﬂuid is pure water in this experiment,
and Al2O3 nanoparticles are the most common nanoparticles
used with 30 nm and 45nm in size measured by transmission
electron microscopy (TEM). Figure 1 is the TEM photograph
of Al2O3 nanoparticles with particle size about 35 nm which
were added to pure water. The nanoﬂuid used in this exper-
iment is made of 99.0% pure aluminium oxide with an
average particle size of 35 nm predispersed in water, and
the precursors for its thermal deposition are trimethylalumi-
num (TMA) and water. XRD studies were also conducted to
trace the conversion of Al2O3. Figure 2 shows the XRD pat-
tern of the ﬂame-sprayed nanoparticles. It can be seen from
Figure 2 that Al2O3 were found in the as-sprayed nanoparti-
cles. Al2O3 particles’ true density is 3880 kg/m
3, which can be
converted to weight fraction and volume fraction. The nano-
particles and pure water are mixed by utilizing an ultrasonic
homogenizer with the concentration of 0, 1%, and 3% by
weight. Al2O3 nanoparticles are generated by using a catalytic
chemical vapor deposition technique. Aluminium oxide
nanomaterials have been synthesized using precursors such
as methane, acetylene, toluene, xylene, and benzene. As a
matter of fact, one could use any type of hydrocarbon or
carbonaceous materials for the synthesis of aluminium
oxide nanomaterials.
2.2. Experimental Setup. The schematic diagram of the heat
pipe under consideration is shown in Figure 3. The loop
consists of a test section, cool water loop, and data record-
ing system. The water ﬂow at a constant rate is 1.7 L/min.
The inlet temperature of the water is controlled and set at
the temperature of 20± 0.5°C by using a thermostatic bath
in order to achieve a constant working temperature while
the heat input increases. The closed loop of the evaporator
contains cold water inside the storage tank having
0.125m3 volume and water pump. Experiments are carried
out at various heat ﬂuxes and three diﬀerent tilt angles.
The position of the heat pipe tilt angle is shown in
Figure 4. The laboratory temperature is controlled at 25
± 1°C. The heat pipe involved in the experiment is a
straight copper tube with an outer diameter of 8mm and
a length of 190mm that contains 1mm wick-thickness
copper powder (140–200nm) sintered wicked. The studied
heat pipe consists of three sections such as an evaporator,
an adiabatic section, and a condenser. The condenser sec-
tion of the ﬂat heat pipe is inserted vertically into the
cooling chamber to remove heat from the condenser sec-
tion by forced convection to a constant temperature bath.
For heating the evaporator section, a 0–220V AC electric
50 nm
Figure 1: TEM photograph of Al2O3 particles.
4500
4000
3500
3000
2500
In
te
ns
ity
2000
1500
1000
500
0
0 20 40
2 theta (deg)
60 80
Alumina
Figure 2: XRD Pattern of as-sprayed alumina nanoparticles.
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heater is used. Electric power is obtained by measuring the
current supplied to the electric heater and the voltage
across the heating resistor. The electrical heater is glued
with thermal grease master cooler HTX3-GL to decrease
the contact thermal resistance between the heater and
the heat pipe.
2.3. Test Procedure. The power supply is switched on initially,
and then the power is increased. The tests require approxi-
mately 15–25 minutes to reach the steady state. In each step,
the temperatures and other experimental parameters are
recorded at the steady state conditions. Afterwards, the
power input is increased, and so the process is iterated until
the occurrence of dry out as found out by rapid spikes in
the evaporator thermal couple which is far from the con-
denser. Once dry out is attained, diﬀerence between temper-
ature of the evaporator and condenser increases rapidly.
The local temperature is measured by using four iso-
lated type T thermocouples. Thermocouple signals are
recorded by a data logger (Fluke, Hydra Series II) with
the uncertainty lower than 0.1°C. Thermocouples are dis-
tributed along the surfaces of the heat pipe section as fol-
lows: one thermocouple is attached to the condenser
section, two thermocouples are attached to the adiabatic
section, and one thermocouple is attached in the middle
of evaporator section. Through record and calculation,
the ratio of removed energy of cooling water by condenser
section to the heating power by evaporator section with
diﬀerent weight fraction of nanoparticle, and tilt angle of
heat pipe, the eﬀects of thermal eﬃciency under diﬀerent
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Figure 3: Schematics of the test setup.
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tilt angle and nanoﬂuid can be evaluated. The heat pipe
eﬃciency can be calculated as follows:
η =mwCp
Twout − Twin
V I
1
3. Results and Discussion
The enhancement of convective heat transfer coeﬃcient
depends on increasing of the ﬂuid thermal conductivity.
Thermal conductivity of the nanoﬂuids increases with
increasing of the volume concentrations. Adding nanoparti-
cles to liquid strikingly improves energy transport process
of the base liquid. A smaller particle size would provide a
much larger surface area for molecular collisions and there-
fore increase the rate of reaction, making it a better catalyst
and reactant.
The form of heat pipe, working ﬂuid, and eﬀect of
gravity has a considerable eﬀect on its eﬃciency. In this
experiment, several conditions for ﬂuid is taken into con-
sideration, in order to measure the temperature distribu-
tion of heat pipe as well as cooling water the evaporator
and condenser.
In vertical mode, the vapor bubbles which take up heat in
the evaporator grow in size. Their own buoyancy helps them
to rise up in the tube section. The rising bubbles in the tube is
a natural tendency for the liquid slugs to travel downwards,
helped by gravity force, toward the evaporator. In horizontal
mode (90° inclination angle) of operation, there was hardly
any macromovement of bubbles. This strongly suggests that
gravity does play a role in the heat pipe. Since gravity force
is ineﬀective, all the movement of bubbles and slugs has to
be necessarily done by the pressure forces. These forces are
created due to temperature diﬀerence, which exists between
evaporator and condenser.
Figures 5 and 6 as well as Figure 7 display the alteration of
thermal eﬃciency related to the heat pipe. By utilizing ﬂuids
with various concentration percent of Al2O3 nanoparticles at
30, 60, and 90 tilt angles, diﬀerent results can be obtained.
The increment of tilt angle will cause the enhancement of
ﬂow back into the evaporator section. By increment the tilt
angle from 0 to 60, the thermal eﬃciency increases, but if
the increment is more than 60°, the thermal eﬃciency will
decrease. The reason is that the eﬀect of gravitational force
between the evaporator section and the condenser section is
increased. On the other hand, when the tilt angle of heat pipe
is taken to be constant, then by adding nanoparticles to the
base ﬂuid, the eﬃcacy of thermal conductivity will be
increased. The addition of more nanoparticles to ﬂuid causes
the property of working ﬂuid at the evaporator section to
convert into the solid phase. Also, it results in the decrease
of the convection performance of nanoﬂuid inside the
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Figure 6: Alteration of thermal eﬃciency of heat pipes by various
tilt angles and ﬂuids of heat pipes at 40W power.
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Figure 5: Alteration of thermal eﬃciency of heat pipes by various
tilt angles and ﬂuids of heat pipes at 30W power.
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Figure 7: Alteration of thermal eﬃciency of heat pipes by various
tilt angles and ﬂuids of heat pipes at 50W power.
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Figure 8: Variations of thermal eﬃciency in diﬀerent heat rate at
60° tilt.
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evaporator section. Figures 8 and 9 display that at constant
angle of the heat pipe, by the increment of heat rate, the heat
pipe eﬃciency will be increased. In these ﬁgures, it can be
seen that after the tilt angle of 60° (Figure 8), the heat pipe
eﬃciency has been decreased. The temperatures of heat pipe
diﬀusion have been shown in Figures 10–12 in various tilt
angles of heat pipes at 1.0wt % concentration under diﬀerent
input power.
As can be seen, increasing the contact angle causes
the condensed vapor to return faster to the evaporator
section by means of gravity, and consequently, lower
thermal resistances and higher heat transfer coeﬃcients
were obtained.
4. Conclusions
In this paper, an experimental research of the thermal
enhancement related to the heat pipe is carried out proﬁ-
ciently by adding Al2O3 nanopowder to pure water in side
1mm wick-thickness sintered circular heat pipe in various
tilt angles. The gravity eﬀects on the heat transfer in the heat
pipe have been experimentally studied in the paper by four
kinds of test orientations.
Important conclusions have been obtained and are sum-
marized as follows:
(i) The ideal value of thermal eﬃciency obtains at the
concentration of 1.0% wt nanoﬂuid.
(ii) The heat transfer coeﬃcient increases with increas-
ing the applied heat ﬂux at the evaporator.
(iii) Adding Al2O3 nanoparticles to pure water could
enhance the thermal eﬃciency of heat pipe.
(iv) With enhancement of the heat ﬂux, the heat pipe
eﬃciency tends to increase.
(v) In this experiment, the thermal eﬃciency of the
heat pipe with 0.1% nanoparticle volume concen-
tration is higher than other ﬂuids with diﬀerent
nanoparticle volume concentration.
(vi) Eﬀects of heat pipe tilt angle on the thermal
eﬃciency are checked and is shown that it can be
increased at higher tilt angle.
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Figure 10: Temperature of heat pipe diﬀusion in diﬀerent tilt angles
of heat pipes at 1.0 wt. % under 30W input power.
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Figure 11: Temperature of heat pipe diﬀusion in diﬀerent tilt angles
of heat pipes at 1.0 wt. % under 40W input power.
50 W
0
10
20
30
40
50
60
70
35 70 125 170
Length (mm)
T 
(°
C)
30 degrees
60 degrees
90 degrees
Figure 12: Temperature of heat pipe diﬀusion in diﬀerent tilt angles
of heat pipes at 1.0 wt.% under 50W input power.
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Figure 9: Variations of thermal eﬃciency in diﬀerent heat rate at
90° tilt.
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(vii) The inclination angle has a great eﬀect on the
heat pipe thermal resistance using water as the
working ﬂuid.
(viii) The heat pipe thermal eﬃciency get enhanced
with increasing nanoparticle concentrations and
tilt angles.
(ix) The heat pipe thermal eﬃciency of the nanoparticle
ﬂuids decreases when the heat pipe tilt angle is 60°.
Data Availability
The data used to support the ﬁndings of this study are
available from the corresponding author upon request.
Disclosure
This paper is an extension version of the work originally
presented in [28].
Conflicts of Interest
The authors declare that they have no conﬂicts of interest.
Acknowledgments
Also, the authors would like to thank Eng. Roberto Lagunes
Feregrino and Eng. José de Jesús Meza Serrano for their help-
ful cooperation, which has helped the authors in improving
the quality of this manuscript.
References
[1] W. C. Wei, S. H. Tsai, S. Y. Yang, and S. W. Kang, “Eﬀect of
nano-ﬂuid concentration on heat pipe thermal performance,”
IEEE SEMI-THERM Symposium, vol. 2, pp. 1432–1439, 2005.
[2] S. Lin, P. A. Kew, and K. Cornwell, “Two-phase heat transfer to
a refrigerant in a 1 mm diameter tube,” International Journal
of Refrigeration, vol. 24, no. 1, pp. 51–56, 2001.
[3] W. Gao, C. Li, C. Xu, and D. Wang, “Experimental study on
water separation process in a novel spray ﬂash vacuum evapo-
rator with heat-pipe,” Desalination, vol. 386, pp. 39–47, 2016.
[4] H. B. Ma, C. Wilson, B. Borgmeyer et al., “Eﬀect of nanoﬂuid
on the heat transport capability in an oscillating heat pipe,”
Applied Physics Letters, vol. 88, no. 14, article 143116, 2006.
[5] K. Park and H. Ma, “Nanoﬂuid eﬀect on the heat transport
capability in a well-balanced oscillating heat pipe,” Journal of
Thermophysics and Heat Transfer, vol. 21, no. 2, pp. 443–
445, 2007.
[6] F. Song, D. Ewing, and C. Y. Ching, “Experimental investiga-
tion on the heat transfer characteristics of axial rotating heat
pipes,” International Journal of Heat and Mass Transfer,
vol. 47, no. 22, pp. 4721–4731, 2004.
[7] W. Lian, W. Chang, and Y. Xuan, “Numerical investigation on
ﬂow and thermal features of a rotating heat pipe,” Applied
Thermal Engineering, vol. 101, pp. 92–100, 2016.
[8] L. Gao and X. F. Zhou, “Diﬀerential eﬀective medium theory
for thermal conductivity in nanoﬂuids,” Physics Letters A,
vol. 348, no. 3-6, pp. 355–360, 2006.
[9] H. Li, B. Zhou, Y. Tang, R. Zhou, Z. Liu, and Y. Xie, “Eﬀect of
working ﬂuid on heat transfer performance of the anti-gravity
loop-shaped heat pipe,” Applied Thermal Engineering, vol. 88,
pp. 391–397, 2015.
[10] D. Liu, G. F. Tang, F. Y. Zhao, and H. Q.Wang, “Modeling and
experimental investigation of looped separate heat pipe as
waste heat recovery facility,” Applied Thermal Engineering,
vol. 26, no. 17-18, pp. 2433–2441, 2006.
[11] J. Choi, W. Sano, W. Zhang, Y. Yuan, Y. Lee, and D. A. Borca-
Tasciuc, “Experimental investigation on sintered porous wicks
for miniature loop heat pipe applications,” Experimental
Thermal and Fluid Science, vol. 51, pp. 271–278, 2013.
[12] M. Khan and R. Malik, “Forced convective heat transfer to
Sisko nanoﬂuid past a stretching cylinder in the presence of
variable thermal conductivity,” Journal of Molecular Liquids,
vol. 218, pp. 1–7, 2016.
[13] S. P. Jang and S. U. S. Choi, “Cooling performance of a micro-
channel heat sink with nanoﬂuids,” Applied Thermal Engineer-
ing, vol. 26, no. 17-18, pp. 2457–2463, 2006.
[14] C. T. Nguyen, G. Roy, C. Gauthier, and N. Galanis, “Heat
transfer enhancement using Al2O3-water nanoﬂuid for an
electronic liquid cooling system,” Applied Thermal Engineer-
ing, vol. 27, no. 8-9, pp. 1501–1506, 2007.
[15] A. Atmar and R. Zeinab, “Xylanase extraction from clariﬁed
rumen ﬂuid by modiﬁed magnetic nano-particles,” Interna-
tional Journal of Advanced and Applied Sciences, vol. 7,
pp. 44–51, 2014.
[16] N. B. Chien, P. Q. Vu, N. Mohd-Ghazali, and O. Jong-Taek,
“Convective heat transfer characteristics of single phase liquid
in multiport minichannel tube: experiment and CFD simula-
tion,” Energy Procedia, vol. 75, pp. 3180–3185, 2015.
[17] Y. J. Hwang, Y. C. Ahn, H. S. Shin et al., “Investigation on
characteristics of thermal conductivity enhancement of nano-
ﬂuids,” Current Applied Physics, vol. 6, no. 6, pp. 1068–1071,
2006.
[18] Y. Hwang, H. S. Park, J. K. Lee, andW. H. Jung, “Thermal con-
ductivity and lubrication characteristics of nanoﬂuids,” Cur-
rent Applied Physics, vol. 6, Supplement 1, pp. e67–e71, 2006.
[19] S. W. Kang, W. C. Wei, S. H. Tsai, and C. C. Huang, “Experi-
mental investigation of nanoﬂuids on sintered heat pipe ther-
mal performance,” Applied Thermal Engineering, vol. 29,
no. 5-6, pp. 973–979, 2009.
[20] Y. He, Y. Jin, H. Chen, Y. Ding, D. Cang, and H. Lu, “Heat
transfer and ﬂow behaviour of aqueous suspensions of TiO2
nanoparticles (nanoﬂuids) ﬂowing upward through a vertical
pipe,” International Journal of Heat and Mass Transfer,
vol. 50, no. 11-12, pp. 2272–2281, 2007.
[21] M. Keshavarz Moraveji and S. Razvarz, “Experimental
investigation of aluminum oxide nanoﬂuid on heat pipe
thermal performance,” International Communications in
Heat and Mass Transfer, vol. 39, no. 9, pp. 1444–1448,
2012.
[22] N. Saha, P. K. Das, and P. K. Sharma, “Inﬂuence of process
variables on the hydrodynamics and performance of a single
loop pulsating heat pipe,” International Journal of Heat and
Mass Transfer, vol. 74, pp. 238–250, 2014.
[23] L. G. Asirvatham, R. Nimmagadda, and S. Wongwises, “Heat
transfer performance of screen mesh wick heat pipes using sil-
ver–water nanoﬂuid,” International Journal of Heat and Mass
Transfer, vol. 60, pp. 201–209, 2013.
[24] Z. Xue andW. Qu, “Experimental study on eﬀect of inclination
angles to ammonia pulsating heat pipe,” Chinese Journal of
Aeronautics, vol. 27, no. 5, pp. 1122–1127, 2014.
6 Journal of Nanomaterials
[25] H. Batmani, S. Tanomand, and H. Babri, “Eﬀects of Al2O3
nanoparticle on the compression ﬂow curve of AZ11 magne-
sium alloy,” International Journal of Advanced and Applied
Sciences, vol. 2, no. 11, pp. 32–37, 2015.
[26] S. Senthilraja and K. C. K. Vijayakumar, “Analysis of heat
transfer coeﬃcient of CuO/water nanoﬂuid using double pipe
heat exchanger,” International Journal of Engineering Research
and Technology, vol. 6, no. 5, pp. 675–680, 2013.
[27] M. S. Khan and T. Dil, “Heat transfer enhancement of automo-
bile radiator using H2O–CuO nanoﬂuid,” AIP Advances,
vol. 7, no. 4, article 045018, 2017.
[28] S. Razvarz and R. Jafari, Experimental Study of Al2O3
Nanoﬂuids on the Thermal Eﬃciency of Curved Heat Pipe
at Diﬀerent Tilt Angle, 2nd international congress on tech-
nology - engineering & science (ICONTES), Malaysia, 2016.
7Journal of Nanomaterials
Corrosion
International Journal of
Hindawi
www.hindawi.com Volume 2018
Advances in
Materials Science and Engineering
Hindawi
www.hindawi.com Volume 2018
Hindawi
www.hindawi.com Volume 2018
Journal of
Chemistry
Analytical Chemistry
International Journal of
Hindawi
www.hindawi.com Volume 2018
Scientica
Hindawi
www.hindawi.com Volume 2018
Polymer Science
International Journal of
Hindawi
www.hindawi.com Volume 2018
Hindawi
www.hindawi.com Volume 2018
Advances in  
Condensed Matter Physics
Hindawi
www.hindawi.com Volume 2018
International Journal of
Biomaterials
Hindawi
www.hindawi.com
 Journal ofEngineering
Volume 2018
Applied Chemistry
Journal of
Hindawi
www.hindawi.com Volume 2018
Nanotechnology
Hindawi
www.hindawi.com Volume 2018
Journal of
Hindawi
www.hindawi.com Volume 2018
High Energy Physics
Advances in
Hindawi Publishing Corporation 
http://www.hindawi.com Volume 2013www.hindawi.com
The Scientific 
World Journal
8
Tribology
Advances in
Hindawi
www.hindawi.com Volume 2018
Hindawi
www.hindawi.com Volume 2018
Chemistry
Advances in
Hindawi
www.hindawi.com Volume 2018
Advances in
Physical Chemistry
Hindawi
www.hindawi.com Volume 2018
BioMed 
Research InternationalMaterials
Journal of
Hindawi
www.hindawi.com Volume 2018
N
a
no
m
a
te
ri
a
ls
Hindawi
www.hindawi.com Volume 2018
Journal ofNanomaterials
Submit your manuscripts at
www.hindawi.com
